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	Roadway Paving - Best Practices Checklist

	

	
	Date: 
	
	Type Mix:
	

	

	
	Contractor:
	
	Project No:
	

	

	
	NOTE: Attach this form to Asphalt Roadway Inspector’s Daily Report
	CIRCLE
	COMMENTS/NOTES



	1. Have the subgrade conditions been evaluated?  Proofrolling?
	n/a
	Y  /  N
	

	2. Is tack being applied uniformly? Verify proper rate? Application Temp?
	n/a
	Y  /  N
	

	3. Is stringline being placed for alignment?
	n/a
	Y  /  N
	 

	4. Visually observe if 3 drops were made in truck?
	n/a
	Y  /  N
	 

	5. Are temperatures in truck and on roadway within specs?
	n/a
	Y  /  N
	 

	6. Are haul trucks raising bed before releasing gate?
	n/a
	Y  /  N
	 

	7. Are trucks cleaning out in front of paver?
	n/a
	Y  /  N
	 

	8. Is paver engaging truck - not trucks bumping paver?
	n/a
	Y  /  N
	 

	9. Is paver folding hopper wing only when the hopper is relatively full?
	n/a
	Y  /  N
	

	10. Is hopper remaining 1/3 full?
	n/a
	Y  /  N
	

	11. Is paving at consistent speed to match truck delivery rate?
	n/a
	Y  /  N
	 

	12. Is head of material kept level w/ auger shaft ( 1")?
	n/a
	Y  /  N
	 

	13. Is segregation observed in delivery and/or placement of material?
	n/a
	Y  /  N
	 

	14. Are automatic controls used properly to provide grade and cross-slope?
	n/a
	Y  /  N
	 

	15. Are auger extensions being used for paving when necessary?
	n/a
	Y  /  N
	 

	16. Is mat thickness appropriate for type mix?
	n/a
	Y  /  N
	 

	17. Is longitudinal joint being properly constructed and straight?
	n/a
	Y  /  N
	 

	18. Are there any equipment leaks or issues?
	n/a
	Y  /  N
	

	19. Is MTV required on this Map? - If yes, note if MTV in use
	n/a
	Y  /  N
	 



	

	Additional observations or comments:

	

	

	

	

	Checklist completed by:
	

	
	

	                                 List DATE checklist provided to the contractor & NAME of person receiving the checklist (paving foreman or other person in charge)

	



